
characteristics: general perform. dimension specification / value

100 %

characteristics: EN perform. dimension specification / value

150 - 170 kg/m³

32 - 63 mm

≤  0,085 W/mK

≤  0,125 W/mK

≥ 800 kPa

characteristics: national perform. dimension specification / value

≤ 10 Vol.-%

0,110 W/mK

0,087 W/mK

370 kPa

13000 kPa

30 %

no significant change

further characteristics perform. dimension specification / value

195 - 220 kg/m³

≈ 1,9 kN

yes

health / fire protection / finishing perform. dimension specification / value

1,3 : 1

≥ 150 mm

≤ 900 mm

± 25 mm

delivery format / Package

1,5 m³ 3,0 m³

*

**
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possible flatness of planed area

This information is in accordance with our to know on the press time. Mistake and amendment with out letter of indication to reserve one`s right.

Newer editions replace the older versions. Current versions can be found on our homepage in the download area.

German disposal key: AVV 170202 German waste directory

loose form   /   loose form at bulk material cloth

Big Bag:

compression factor DE: abZ/aBg Z-23.34-1778

minimum installation thickness  (1,3 : 1 compacting) DE: abZ/aBg Z-23.34-1778

maximum installation thickness  (1,3 : 1 compacting) DE: abZ/aBg Z-23.34-1778

loose bulk density (1,3 : 1 compacting) 

lift coefficient (1,3 : 1 compacting) 

resistance to freezing and thawing DE: DIN 52104-1, procedure G

constrained modulus   Es

capillary crack

Calculation value for compressive strength   fcd DE: abZ/aBg Z-23.34-1778

DE: abZ/aBg Z-23.34-1778

acceptable horizontal force relating to normal stress

loose bulk density DE: abZ/aBg Z-23.34-1778

water absorptionby 28 day total immersion DE: abZ/aBg Z-23.34-1778

particle size* DE: abZ/aBg Z-23.34-1778

Nominal value of thermal conductivity   λD EN 12667 / EN 12939

thermal conductivity (moist condition) EN 12667 / EN 12939

Nominal value for compressive strength   fc,Nenn EN 826

environmental compatibility

product / material / composition

Technical Data
GLAPOR insulation gravel

SG 800 P

characterization:

high-quality recycled glass

< minimis threshold DE: LAGA, annex I-D.1

Calculation value of thermal conductivity DE: abZ/aBg Z-23.34-1778

Calculation value of thermal conductivity (moisture-protect.**) CH: SIA 279

not to be used in capillary fringe of ground water and in areas with pressing water

load bearing and thermal insulation layer underneath buildungs foundation or floor slabs

application areas:

german stand. Z-23.34-1778: load bearing and thermal insulation layer underneath buildungs foundation

In the event of different information in translated data sheets, the German version is always decisive.

© The content of our data sheets, especially the layout, is protected by copyright. The copyright lies with GLAPOR WERK Mitterteich GmbH.

The specification of the grain size refers to ≥ 75% of all grains; according to the standard, oversize (max. 10% up to twice the grain size) and undersize can be included.

moisture-protected installing, according CH: SIA 279
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